
LCDVF turns your camera’s LCD screen 

into a huge electronic viewfinder for 

precise image evaluation and shake-free 

handheld operation.

LCDVFE is a universal electronic viewfinder 

for any camera with standard HDMI signal 

output. Now you can hold or mount the 

camera in the very way you want.

Universal magnetic interface allows rapid 
mounting and demounting 
Stabilizes camera when shooting video 
handheld, aids on the fly focusing, allows the 
use of LCD in bright daylight outdoors
Robust and durable design: no moving parts, 
splash and dust proof
180 degrees flippable design that allows instant 
left or right eye use
Skin friendly silicone rubber, optional eye 
cushion also included in the bundle
Achromatic lens pair consisting of two optical 
components vacuum-cemented together to 
form an achromatic doublet which is computer 
optimized to correct for on-axis spherical and 
chromatic aberrations
Suitable for most 3" and 3.2” screens.
Allows the use of battery and wireless grip and 
all other original accessories
Weight: 110g / 3.84 oz

The converter comes in 
especially handy when 
you need to use LCDVFE 
with HD-SDI output from 
camera. The unit converts 
incoming HD-SDI signal 
to HDMI so it can be sent to 
LCDVFE. The converter, in machined aluminum 
housing, comes with a 15-mm mounting hole so that it 
can be easily installed to any rig setup. Furthermore, 
the unit can be powered up from a wide voltage 
range, meaning that any rig battery can be used with 
the D-Tap cable which is included in the package.

    Voltage range: 8-17V
    Weight: 220gr (7.8 oz) 

Reposition and shoot in no time: over the 
crowd, waist level or on your shoulder - no time 
lost when re-configuring the EVF. It can be fully 
operated with just one hand - opening the flip, 
changing battery pack etc
Live video processing features for precise 
image evaluation: focus assist via color 
peaking, user adjustable exposure assist 
zebras, 1:1 pixel zoom feature with positionable 
recall etc
Real-time image processing: virtually no latency
Hardware supports jitter-free panning
Optional USB remote control joystick
On-board interchangeable batteries (4xAA)
Universal power supply for unmatched 
powering flexibility from 4V to 17V, reverse 
polarity protected
Economy mode for extended battery life, 
intelligent sleep option built-in with LED 
indicator light

Run time up to 6 hours
Encased battery compartment to avoid battery 
drain in extreme cold
Super crisp 24bit 3” LCD screen with Retina-like 
800x480 resolution (1.2 megapixels)
Sleek yet rugged physical design and maximized 
usability after hundreds of hours of testing
Optical construction offering generous diopter 
compensation. Vacuum laminated double element 
achromatic lens, utilizing ULD glass element for 
perfect image quality
Separate HDMI transmitter for untouched HDMI 
loopthrough with audio for recording uncom-
pressed video to external devices. The HDMI 
transmitter can be switched off for conserving 
battery power
Weight 350gr (12.3 oz), including mounting 
system, excluding batteries

HD-SDI to HDMI Converter
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Kinotehnik, founded in 2009 and headquartered in 
Tartu, Estonia, designs and develops

photo and video accessories. Our products are 
aimed at documentary filmmakers,

journalists and small camera crews requiring 
compact, yet rugged gear.
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